
PRODUCT INFO
DMX RELAYS

DMX relay and contactor interfaces are available in
printed circuit board format or as DIN rail unit. Full
output isolation is guaranteed since all relay contacts
operate potential-free. Contact ratings are given for
resistive load. Inductive or capacitive loads may
require application of a suitable load reduction.

2-CHANNEL RELAYS
DMX input and two relay outputs.

3202R-EP6
2 outputs, 1 N.O./N.C. contact each
contact rating 230VAC max 6A
power supply: 12VDC
printed circuit board 70mm x 70mm
DMX IN: Neutrik XLR 5pin
Contact outputs: screw terminals

3202R-EP6
2 outputs, N.O. contacts
contact rating max. 230VAC 16A
power supply: 12VDC
printed circuit board 70mm x 70mm
DMX IN: Neutrik XLR 5pin
Contact outputs: Faston 6,35mm

3202R-H
2 outputs, 1 N.O./N.C. contact each
contact rating max. 230VAC 10A
power supply: 12VDC
printed circuit board 70mm x 70mm
DMX IN: WAGO cage clamp
Contact outputs: WAGO cage clamp

3206R-H
6 outputs, 1 N.O./N.C. contact each
contact rating 230VAC max 10A
power supply: 230VAC
DIN rail module, width 6.5U
DMX IN: WAGO cage clamp
Contact outputs: WAGO cage clamp

3206R-HP1
6 outputs, N.O. contacts
contact rating max. 230VAC 16A
power supply: 230VAC
DIN rail module, width 6.5U
DMX IN: WAGO cage clamp
Contact outputs: Faston 6,35mm

3266R-H
6 outputs, 1 N.O./N.C. contact each
contact rating max. 230VAC 10A
power supply: 230VAC
DIN rail module, width 6.5U
DMX IN: WAGO cage clamp
Contact outputs: WAGO cage clamp

3232R-EP
32 outputs, 1 N.O./N.C. contact each
contact rating max. 230VAC 10A
power supply: 24VDC
(230VAC adapter included)
printed circuit board 300mm x 145mm
DMX IN: Neutrik XLR 5pin
Contact outputs: WAGO cage clamp

6-CHANNEL RELAYS
DMX input and six relay outputs.

MULTI-CHANNEL RELAYS
DMX input and many relay outputs.


