
PRODUCT INFO
DMX SPLITTER

For optimum signal distribution, a splitter/booster is utilised to control
several branches from a single DMX input. The splitter regenerates
DMX input producing an isolated output for each branch.
RDM installations require bi-directional splitters, allowing onward
transmission of return data back from RDM fixtures to controllers. RDM
splitters are also suitable for standard DMX data, making them
backward compatible to DMX512/1990 and DMX512-Asystems.

PRINTED CIRCUIT BOARDS
DMX input and galvanically isolated outputs.

3401A-EP DMX LINE BOOSTER
1x DMX IN, 1x DMX OUT
full optical isolation barrier
integrated protocol decoder
Power supply: 230VAC
pcb: 136mm x 28mm
Connectors: WAGO cage clamp

3402A-EP DMX SPLITTER
DMX IN,  2x DMX OUT
full optical isolation barrier
failsafe slew rate limited electronics
Power supply: 230VAC
pcb: 100mm x 90mm
Connectors: Neutrik XLR 5pin

3405A-EP DMX SPLITTER
DMX IN, DMX THRU, 4x DMX OUT
4 individual isolation barriers
Power supply: 230VAC
pcb: 188 mm x 110 mm
Connectors: Neutrik XLR 5-pin
or Neutrik EtherCon (on request)

3404A-H DMX SPLITTER
DMX IN, DMX THRU, 4x DMX OUT
Common isolation barrier
Integrated protocol detector
Power supply: 230VAC
DIN rail module, width 6.5U
Connectors: WAGO cage clamp

3404B-H DMX SPLITTER
DMX IN, DMX THRU, 4x DMX OUT
4 individual isolation barriers
Extended temperature range
Power supply: 230VAC
DIN rail module, width 6.5U
Connectors: WAGO cage clamp

3404C-H DMX RDM SPLITTER
DMX IN, DMX THRU, 4x DMX OUT

widerange

4 individual isolation barriers
DMX RDM compatible, transparent
Power supply: 110-230VAC
DIN rail module, width 6.5U
Connectors: WAGO cage clamp

3405A-FG

3410A-FG

DMX SPLITTER
DMX IN, DMX THRU, 5x DMX OUT

DMX SPLITTER
DMX IN, DMX THRU, 10x DMX OUT

Outputs individually isolated
Integrated protocol detector
Power supply: 230VAC
19" rack mount, height 1U (44mm)
Connectors: Neutrik XLR 5pin

models also available with RJ45 EtherCon Connectors
(special feature: pin assignment freely user adjustable)
models: 3405A-FGR, 3410A-FGR

DIN RAIL UNITS
DMX input, DMX thru and four isolated outputs.

19" RACK MOUNT UNITS
DMX input, DMX THRU and many individually isolated outputs.


